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PRODUCT   TOTAL SOLIDS%  VISCOSITY(cps)   PH MFT(°C) APPLICATION

Sunshine 620 45 600 9 8
Solvent free, sheen to high gloss decorative and light 
industrial coatings.

Suncryl 637 45 1300 9 12
Coatings with good scrubability and exceptional water 
resistance

Suncryl 651 49 2500 9 17
General purpose high quality coatings and metal etch 
primers

Suncryl 673 45 550 9 12
Semi gloss paints, Roof paints, and coatings with good 
flexibility and exceptional water resistance

Suncryl 674 49 1000 9 14
Sheen paints, wood sealers and other clear coatings 
with good water resistance.

Suncryl 680 49 2000 9 21
Gloss paints, coatings with good adhesion and block 
resistance

Suncryl 682 49 550 9 20 Sheen paints, Clear coatings with good water resistance

Suncryl 688 49 1800 9 10
Roof paints, and coatings with good flexibility, UV and 
water resistance

Suncryl 950 49 1300 9 20
Coating with good adhesion, block resistance, excellent 
wetting resistance, SABS GR 1 paints.

Suncryl 952 49 2000 9 19
Gloss paints, excellent wetting resistance, sheen paints 
and GR 1 paints.

Suncryl 960 49 1300 9 10
Roof Paints, Coatings with good flexibility and water 
resistance

Suncryl 976 45 1300 9 12 High gloss coatings and waterproofing coatings.

PRODUCT DESCRIPTION   TOTAL SOLIDS%  VISCOSITY(cps)   PH APPLICATION

Sunsperse 508  Ammonium salt of 
polycarboxylate. 24 350 9 Dispersant for wetting and stability of pigments and 

fillers in sheen and gloss paints

Sunsperse 522 Sodium salt of a 
polycarboxylate. 24 150 9

Dispersant for wetting and stability of pigments and 
fillers in sheen and gloss paints, aqueous solutions, 
stainers.

Sunsperse 524 Sodium salt of  
polycarboxylate.  40 200 9

Dispersant for wetting and stability of pigments and 
fillers in sheen and gloss paints, aqueous solutions, 
stainers.

PRODUCT TYPE APPLICATION
Sunburst 415 Mineral oil defoamer. Latex applications, defoamer in paints. Adhesives, water reticulation systems or wherever there is foam.

Sunburst 421 Mineral oil defoamer Latex applications, defoamer in paints. Adhesives, water reticulation systems or wherever there is foam.

Sunburst 424 Silicon based defoamer Latex applications, defoamer in paints. Adhesives, water reticulation systems or wherever there is foam.

Sunburst 431 Mineral oil based defoamer Latex applications, defoamer in paints. Adhesives, water reticulation systems or wherever there is foam.

Sunburst 440 Mineral oil based defoamer Latex applications, defoamer in paints. Adhesives, water reticulation systems or wherever there is foam.

PRODUCT   TOTAL SOLIDS%  VISCOSITY(cps)
Solpol 557 59 5000

Solpol 559 18 50

PRODUCT APPEARANCES APPLICATION

Sunwet EF Clear , Amber liquid Wetting agent for paints, tint bases

Sunwet BD Clear, Amber liquid Wetting agent for paints, tint bases

Prophos XT61 Clear, Amber liquid Wetting agent for paints, tint bases 

Enviromine Clear Liquid Ammonia replacement with anti rust properties

PRODUCT   TOTAL SOLIDS%  VISCOSITY(cps)   PH MFT(°C) APPLICATION
Suncryl 537 46 1300 9 14 Coatings with good scrubability & exceptional water resistance
Suncryl 547 46 1300 9 20 High PVC coatings with superior scrubs resistance

Suncryl 548 46 1300 9 14
Roof paints; gutter paints, water proofing compounds 
and high build textured paints with good stretch and 
tensile strength.

Suncryl 549 46 1000 9 12
Gutter paints, water proofing compounds and high build 
textured paints with good stretch and tensile strength.

Suncryl 550 50 2000 9 20 General purpose high quality paints.

Suncryl 554 50 3500 9 14
General purpose high quality coatings and metal etch 
primers, stable at pH 3.

Suncryl 556 50 2500 9 12
Specialised exterior coatings & cementitious coatings 
stable at pH 11.

Suncryl 573 46 300 9 12 Coatings with good scrubability & exceptional water resistance
Suncryl 574 50 1500 9 14 High quality coatings, metal primers and metal coatings.
Suncryl 578 46 1300 9 20 High PVC coatings with superior scrubs resistance

Suncryl 583 46 1300 9 8
Roof paints; gutter paints, water proofing compounds 
and high build textured paints with very good stretch.

Suncryl 588 50 2000 9 12 Roof paints,& coatings with good flexibility & water resistance

Suncryl 589 46 1300 9 8
Roof paints; gutter paints, water proofing compounds 
and high build textured paints with very good stretch.

Suncryl 827 46 1300 9 14 General purpose paints.
Suncryl 832 50 1300 9 19 High quality paints.

Suncryl 846 46 1300 9 9
Roof Paints, Waterproofing compounds, textured paints, 
bonding and keying liquids.

PRODUCT   TOTAL SOLIDS%  VISCOSITY(cps)   PH APPLICATION

Sungel 646 32 50 3 Alkali swellable thickener for paints and aqueous solutions

Sungel 696 30 50 3 Highly efficient polyacrylate thickener and interactive rheology modifier

Sungel 450 N/A 50 3.5 Highly efficient polyacrylate thickener used in high PVC paints

PURE ACRYLICS EMULSION POLYMER

DISPERSANTS

DEFOAMERS

SOLUTION POLYMERS
High Molecular weight styrene acrylic solution polymer in white spirits. Applications include 
bonding liquids, damp sealers and road marking paints.

STYRENE ACRYLICS

ACRYLIC THICKENERS

SURFACTANTS
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Oestradiol is a sex hormone that 
infl uences the development 
and maintenance of sex 

characteristics, and the maturation and 
function of accessory sex organs in 
humans and many aquatic organisms. It 
has become evident that a wide variety 
of both man-made and natural chemicals 
are capable of mimicking the activity of 
this hormone being similar in structure. 
The commonly used nonylphenol is one 
such chemical used in the paint industry.

Properties
The newly developed Enviro-wet BD  
o� ers an excellent environmentally 
friendly alternative to wetting 
and dispersing challenges for the 
coatings, detergents, agrochemicals 
and related industries.

Being Alkylphenol Ethylene Oxide 
(APEO) free, it is also biodegradable, 
and has a zero Volatile Organic Content 
(VOC). Additionally it is heavy metal 
and formaldehyde free thus exceeding 
the requirements for use in European 
Directive 2004/42/EC paints.

 Environ-wet BD possesses Superior 
Anionic wetting and dispersing 
properties and also functions as a 
Defl occulating and Suspending agent. It 
is readily soluble in cold water and polar 
solvents without gel formation and with 
minimal agitation. It e� ectively lowers 

the surface tension of water thereby 
facilitating the emulsifi cation of oils and 
solvents and the dispersion of pigments 
and extenders.

Enviro-wet BD  shows excellent 
resistance to hard water and is also 
useful as an emulsifying agent in 
agricultural emulsions (pesticides, 
herbicides etc) where emulsion stability 
in the presence of high electrolytes is 
required. The low viscosity enables ease 
of handling and transfer by pumping.

Fig 1: demonstrates the extreme wettability of talc in water 
without agitation.

Applications
Dispersancy, Industrial detergency , 
agrochemical formulations, and metal 
cleaning.            

Enviro-wet BD  should be used in the 
traditional manner in paint manufacture 
as a wetting agent.

 It can be added in the grind 
or let down phase. In the grind, it 
aids dispersancy of pigments and 
extenders and in the let down, it 
enhances the colour development 
and promotes viscosity and shear 
stability of the coating. It can be used 
in emulsion based and alkyd paints.

Enviro-wet BD  is readily soluble 
in all proportions in water and polar 
solvents and is an e�  cient emulsifi er of 
oils and organic solvents. It functions in 
loosening, emulsifying and suspending 
soil and grime until it can be rinsed 
away. It has strong hydrophilic and 
lypophylic molecules that help lower 
the surface tension and emulsify 
organic soiling.

It shows si milar foaming properties 
to a conventional surfactant in a 5 % 
aqueous solution.

Fig 2: demonstrates the dispersancy curve of a 72 % Calcium 
Carbonate Slurry.

wet BD

Foamability 
Having the added advantage of a low viscosity, it is also low foaming with a 
rapid knockdown, as can be seen from the following foam height  results
     
     Initial After  5 minutes
Conventional surfactant (5% Soln) 7.5 cm  6.38 cm

Enviro-wet BD 910 (5% Soln)  7.5 cm  5 cm
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BIOCIDES

COALESCENT SOLVENT
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PRODUCT TYPE APPLICATION

Celloban L320 Isothioazalone based biocide Anti - microbial agent

Celloban 347F Blended biocide with formaldehyde Anti -Microbial agent

PRODUCT DESCRIPTION APPLICATION

Sunsolv AX Powerful ester alcohol  coalescent Used in paints to reduce film formation  temperatures.


